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202 ASSIGN SESSION DATA TO THE INITIAL ACCESS POINT TO ESTABLISH AN 
INITIAL CONNECTION FROM THE MOBILE DEVICE THROUGH THE INITIAL 
ACCESS POINT TO A ROAMING SERVER. 
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204 DETECT A TRIGGERING EVENT (E.G., ROAMING OF THE MOBILE DEVICE) 
THAT INITIATES A TRANSFER OF THE MOBILE DEVICE FROM THE INITIAL 
ACCESS POINT TO THE TARGET ACCESS POINT. 



206 TRANSFER ASSIGNMENT OF THE SESSION DATA (E.G., DEVICE ADDRESS) 
FROM THE INITIAL ACCESS POINT TO THE TARGET ACCESS POINT TO 
ESTABLISH A TARGET CONNECTION FROM THE MOBILE DEVICE THROUGH 
THE TARGET ACCESS POINT TO THE ROAMING SERVER BASED ON THE 
SESSION DATA. 
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402 DETECT A TRIGGERING EVENT FOR A MOBILE DEVICE INDICATING THAT 
THE DEVICE SHOULD TRANSFER FROM THE INITIAL ACCESS POINT TO THE 
TARGET ACCESS POINT. 







404 INSTRUCT THE INITIAL ACCESS POINT TO START A MASTER-SLAVE 
SWITCH WITH THE MOBILE DEVICE AND PERFORM A PARTIAL SWITCH. 






405 INSTRUCT THE TARGET ACCESS POINT TO CONNECT TO THE MOBILE 
DEVICE AS A SLAVE. 






406 INSTRUCT THE MOBILE DEVICE TO PERFORM A COMPLETE MASTER- 
SLAVE SWITCH. 







408 CANCEL THE PARTIALLY COMPLETED MASTER-SLAVE SWITCH OF THE 
INITIAL ACCESS POINT, UPON COMPLETION OF THE MASTER-SLAVE SWITCH 
OF THE MOBILE DEVICE. THIS COMPLETES THE SEAMLESS HANDOFF OF THE 
MOBILE DEVICE FROM THE INITIAL ACCESS POINT TO THE TARGET ACCESS 
POINT. 
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